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Athmer Finger Protection	 Hinge side, closing face	

NR-26 w-proof
¬	 Protective roller blind automatically 

	 maintains constant tension	

¬	 Weatherproof

¬	 Temperature range -20 to +50 °C

¬	 Resistant to rain, snow, frost, foliage, 

	 dirt and UV light

¬	 Extremely compact and robust design

¬	 Concealed screws on the blind side

¬	 Flexible choice of colours

¬	 Fire retardant synthetic fibre cover

	  

	 Verified long-term reliability	 200,000

	 Travel length:	 260 mm

m
m

ax. Auszugslänge

XL

ax. Auszugslänge
2

320 m
m

60
m

m

25>

26

40 18

6

> 25

Profile colour

Fabric colour

anthracite

C-0 C-31 RAL 9016 RAL 3020

RAL 7030RAL 6005 RAL 7016 RAL 9006

	 26 mm

	 2,500 mm

	 1,925 mm

	 2,015 mm

	 325 mm

	 Available

-

5830

5831

Technical data

Reduction in
door clearancewidth

Max. Lengths

Standard length*

Length for
power-operated doors

Minimum length

Fixed lengths

Can be shortened by

Standard accessories

Accessories for wooden frames**

Further colours on request.

m
ax. travel length 260 m

m

XL m
ax. travel length 320 m

m

*	 Length supplied for standard doors in accordance with DIN 18101 with BR2000. For doors with BR2125, we recommend that you order a length of 2,050 mm. 
 **Optional multi-use drill with Ø 3 mm, art. no. 5127. The right to make technical changes is reserved athmer oHG | Stand 11.07.2018
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Athmer Finger Protection	 Hinge side, closing face	

NR-30
¬	 Easy to install and dismantle

¬	 Protective roller blind

	 automatically maintains constant tension

¬	 Innovative design

¬	 Flexible choice of colours

¬	 Concealed snap-on fastening

¬	 Fire retardant synthetic fibre cover

¬	 Optional: NR-30 XL with 320 mm 

	 travel length, black fabric

¬	 NEW TOOLBOX for fast and  easy assembly

	 Verified long-term reliability: 	 1,000,000

	 Travel length:	 260 mm

20

45 25
 *

Profile colour

Fabric colour

+++1,000,000 test cycles - 

measurable quality
 +++

	 30 mm

	 2,500 mm

	 1,925 mm

	 2,015 mm

	 325 mm

	 Available

-

5825

5125

Technical data

Reduction in
door clearancewidth

Max. Lengths

Standard length*

Length for
power-operated doors

Minimum length

Fixed lengths

Can be shortened by

Standard accessories

Accessories for metal door 
frames**

yellow/black red/black blue/black green/black

C-0 C-31 RAL 9016 RAL 3020

RAL 7030RAL 6005 RAL 7016 RAL 9006

white/black black

Further colours on request.

mXL max. Ausszugslänge

ax. Auszugslänge2
320 m

m
60

m
m

max. travel length 260 mm

XL max. travel length 320 mm

*	 Length supplied for standard doors in accordance with DIN 18101 with BR2000. For doors with BR2125, we recommend that you order a length of 2,050 mm. 
 **Optional multi-use drill with Ø 3 mm, art. no. 5127. The right to make technical changes is reserved athmer oHG | Stand 11.07.2018
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Athmer Finger Protection	 Hinge side, closing face	

NR-38
¬	 Protective roller blind

	  automatically maintains constant tension

¬	 Concealed screws on the blind side

¬	 For mounting on wrap-around frames

	 with a reveal depth from 60 mm

¬	 Ergonomic shape

¬	 Fire retardant synthetic fibre cover

¬	 Optional: NR-38 XL with 320 mm 

	 travel length, black fabric 

Verified long-term reliability:	 1,000,000

Travel length:	 260 mm 

Profile colour

Fabric colour

22

20

25
 *
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1
0
:
5
5

	 38 mm

	 2,500 mm

	 1,925 mm

	 2,015 mm

	 325 mm

	 Available

-

5823

5125

Technical data

Reduction in
door clearancewidth

Max. Lengths

Standard length*

Length for
power-operated doors

Minimum length

Fixed lengths

Can be shortened by

Standard accessories

Accessories for metal door 
frames**

yellow/black red/black blue/black green/black

C-0 C-31 RAL 9016 RAL 3020

RAL 7030RAL 6005 RAL 7016 RAL 9006

white/black black

Further colours on request.

+++1,000,000 test cycles - 

measurable quality
 +++

NR-38 max. Auszugslänge

NR-38 XL max. Auszugslänge 260
m

m

320
m

m

max. travel length 260 mm

XL max. travel length 320 mm

*	 Length supplied for standard doors in accordance with DIN 18101 with BR2000. For doors with BR2125, we recommend that you order a length of 2,050 mm. 
 **Optional multi-use drill with Ø 3 mm, art. no. 5127. The right to make technical changes is reserved athmer oHG | Stand 11.07.2018
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NR-25
¬	 Proven protective system

	 for decades

¬	 Compact form

¬	 Optional version for fitting to

	 glass doors

¬	 Protective roller blind

	 automatically maintains constant tension

¬	 Fire retardant synthetic fibre cover

Verified long-term reliability:	 1,000,000

Travel length:	 260 mm

260
m

m

max. Auszugslänge

Profile colour

Fabric colour

black

C-31 RAL 9016

20
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25
 *
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C-0

Further colours on request.

	 25 mm

	 2,500 mm

	 1,925 mm

	 2,015 mm

	 325 mm

	 Available

-

5823

5125

Technical data

Reduction in
door clearancewidth

Max. Lengths

Standard length*

Length for
power-operated doors

Minimum length

Fixed lengths

Can be shortened by

Standard accessories

Accessories for metal door 
frames**

+++1,000,000 test cycles - 

measurable quality
 +++

Athmer Finger Protection	 Hinge side, closing face	

max. travel length 260 mm

*	 Length supplied for standard doors in accordance with DIN 18101 with BR2000. For doors with BR2125, we recommend that you order a length of 2,050 mm. 
 **Optional multi-use drill with Ø 3 mm, art. no. 5127. The right to make technical changes is reserved athmer oHG | Stand 11.07.2018
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C-0

NA-7
¬	 Cover made of special plastic

¬	 Particularly flat design

¬	 Suitable for door leaf thicknesses up to

	 42 mm, a door opening restrictor

	 can be used if required

Verified long-term reliability:	 200,000

Travel length:	 125 mm

m
ax

. 4
2 

m
m

125
m

m

max. Auszugslänge

Profile colour

Cover colour

Platinum grey RAL 7036

13
5

	 7 mm

	 2,500 mm

	 1,943 mm

	 None

	 Available

4

5940

5125

Technical data

Reduction in
Frame clearancewidth

Maximum length

Standard length*

Minimum length

Fixed lengths

Can be shortened by

Standard accessories

Accessories for metal door 
frames**

Athmer Finger Protection	 Hinge side,  closing face	

max. travel length 260 mm

*	 Length supplied for standard doors in accordance with DIN 18101 with BR2000. For doors with BR2125, we recommend that you order a length of 2,050 mm. 
 **Optional multi-use drill with Ø 3 mm, art. no. 5127. The right to make technical changes is reserved athmer oHG | Stand 11.07.2018
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Wooden
blocklock frame

Wooden
block frame

Steel
wrap-around frame Reveal frame

Wood, with rebate Wood, without rebate Wood, with rebate Double-swing door

bi
s 

42
 m

m
   

 1
80

°

Swing GUARD A

Swing GUARD S

4 4 4 -

4 4 4 4

4 4 4 4

- - - -

4 4 4 4

4 4 4 4

Reveal frame Reveal frame Reveal frame Glass wall

Aluminium profiled door,
flush fit

Profiled door with bar handle,
flush fit

Plastic profiled door,
recessed All-glass

Unterfütterung
 bauseits

Beide Profile ohne Bohrungen, mit
Montageklebeband Art.-Nr. 5139

Montage zwischen den Bändern

4 4 4 4

4 4 4 4

4 4 4 -

4 4 4 -

4 4 4 4

- - - -

	 Frame

	 Door leaf

	 Door geometry

	 Type NR-38

	 NR-32 UniSafe®

	 Type NR-30

	 Type NR-26

	 Type NR-25

	 Type NA-7

Wooden
wrap-around frame

Wooden
wrap-around frame

Wooden
wrap-around frame

Wood, with rebate Wood, without rebate All-glass

die Unterfütterungsleiste
 und das Schutzprofil 
werden mit Spezial-
klebeband für Glastüren 
vorgerüstet

4 4 4

4 4 4

4 4 4

- - -

4 4 4

4 4 -

Steel
wrap-around frame Steel frame Z frame

Steel, with rebate Steel, flush fit Steel

4 4 4

4 4 4

4 4 4

- - -

4 4 4

4 - 4

	 Frame

	 Door leaf

	 Door geometry

	 Type NR-38

	 NR-32 UniSafe®

	 Type NR-30

	 Type NR-26

	 Type NR-25

	 Type NA-7

For further applications, refer to:

Product selector at www.athmer-fingerschutz.de

Athmer Finger Protection	 Examples of use	



15The right to make technical changes is reserved athmer oHG | Stand 11.07.2018The right to make technical changes is reserved athmer oHG | Stand 11.07.2018

Wooden
blocklock frame

Wooden
block frame

Steel
wrap-around frame Reveal frame

Wood, with rebate Wood, without rebate Wood, with rebate Double-swing door

bi
s 

42
 m

m
   

 1
80

°

Swing GUARD A

Swing GUARD S

4 4 4 -

4 4 4 4

4 4 4 4

- - - -

4 4 4 4

4 4 4 4

Reveal frame Reveal frame Reveal frame Glass wall

Aluminium profiled door,
flush fit

Profiled door with bar handle,
flush fit

Plastic profiled door,
recessed All-glass

Unterfütterung
 bauseits

Beide Profile ohne Bohrungen, mit
Montageklebeband Art.-Nr. 5139

Montage zwischen den Bändern

4 4 4 4

4 4 4 4

4 4 4 -

4 4 4 -

4 4 4 4

- - - -

Wooden
wrap-around frame

Wooden
wrap-around frame

Wooden
wrap-around frame

Wood, with rebate Wood, without rebate All-glass

die Unterfütterungsleiste
 und das Schutzprofil 
werden mit Spezial-
klebeband für Glastüren 
vorgerüstet

4 4 4

4 4 4

4 4 4

- - -

4 4 4

4 4 -

Steel
wrap-around frame Steel frame Z frame

Steel, with rebate Steel, flush fit Steel

4 4 4

4 4 4

4 4 4

- - -

4 4 4

4 - 4

Please note: 

¬	 Our illustrations show standardised installation situations. Please check your particular installation situation on site. 

	 Please follow the installation instructions provided in the Internet.

¬	 Do not use rising butt hinges.

¬	 Can be mounted on the frame or on the door leaf, as required.
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Product family Opening side protective profiles
for the hinge side of the opening face

¬	 Opening face protective profiles safeguard the gap between the door leaf and the frame

	 reliably on the opening face.

¬	 Suitable for retrofitting

¬	 Maintenance free

¬	 Aluminium profiles anodised or colour coated

¬	 Suitable for outdoor use

¬	 Fixed lengths available

¬	 For all hinge diameters

¬	 Available as a set for installation under, between and above the hinges

Athmer Finger Protection		
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





Sets Fixed lengths for profile  /  / 

Technical data for sets

Sets
¬	 Surface finish: Anodised aluminium or colour coated

¬	 Also available as a set, comprising:

	 - Profile 1: below the lower hinge
	 - Profile 2: between the hinges 

	 - Profile 3 (optional): above the upper hinge 

¬	 No cutting required on site

¬	 Easy to install

Sets for self cutting to size

¬	 2-part for safeguarding between and below the hinges

¬	 3-part for safeguarding between, above and below the hinges

¬	 For doors from 2.11 m

Snap-on fastening
for BU-K profiles

¬	 Concealed fastening

¬	 Easy to install

¬	 For rebated doors

¬	 3 clips per bag of accessories

	 Art. no. 5431

¬	 Particularly suitable for metal frames 

	 with additional accessories

Set

3-part 2-part

Set (self cut to size)

Athmer Finger Protection	 Hinge side/opening face	
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Athmer Fingerschutz BU-16K
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/athmer/5_357q
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BO
Protective profiles for doors without rebate

with screw-on flap hinges

¬	 Hinge Ø12 - 14mm, 22 -24mm

40
18

O
22

6

1,5

43
20

O
23

6,5

1,5

BO-13

BD+-18 BD+-20

48
,5

23
O

25
,5

1,5

7,9

BD+-23

BD+

Protective profiles for doors without rebate

with hinges for adjustable retainer elements

¬	 Ø15 - 24mm hinge

Application

BU-18KBU-16K

BU-20K BU-22K

BU-16

BU-K
Protective profiles for rebated doors

¬	Concealed snap-on fastening 

¬	 for wooden and metal frames

¬	Ø15 - 24mm hinge

BU
Protective profiles for rebated doors 

¬	For wooden frames

¬	Ø15 - 24mm hinge

A      B

C      D

/athmer/5-231--q

1,5

22,5Ø

19

1,75

41
,5

C

M

Y

CM

MY

CY

CMY

K

BO-23 5-231.pdf   1   15.02.12   09:17

BO-23

BU-20

BU-22

Athmer Finger Protection	 Hinge side/opening face	
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Application

48
,5

23
O

25
,5

1,5

7,9

BO-20

BO
Protective profiles for doors with flush 

fit profile Profile doors

¬	Ø15 - 23mm hinge

/athmer/5-445--q

1,5

20Ø

10
30

2,5

C

M

Y

CM

MY

CY

CMY

K

BO-20 5-445.pdf   1   15.02.12   09:17

A      B

C      D

22Ø

10
31

,5

1,5

2,5

Athmer Fingerschutz BO-22

BO-22

BA-28
Protective system BA-28 for surface-mounted 
universal hinges on metal doors

¬	 Variable adjustment

¬	 Standard colour: silver anodised C-0;  
	 individual colours available

¬	 Concealed screw fixing

Technical data:

Suitable for pivotal points from 20-36 mm.

Length supplied: 1,900 mm, can be shortened

BA-22
 
Protective system BA-22 for surface-mounted 
universal hinges on plastic doors

¬	 Variable adjustment

¬	 Standard colour: white RAL 9016; 			
	 individual colours available

¬	 Concealed screw fixing

Technical data:

Suitable for overlap dimensions of 13-28 mm 
and hinge diameters from 21-26 mm.

Length supplied: 1,900 mm, can be shortened

Athmer Finger Protection	 Hinge side/opening face	
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6.	 Athmer Fingerschutz®for hinge side / opening face

Athmer Finger Protection System solution 
for retrofitting all-glass doors

¬	 Suitable for all conventional all-glass door hinges

¬	 A combination of Athmer Finger Protection

	 NR-30 or NR-25 and the new protective profile

	 for all-glass doors

¬	 Suitable for wooden or metal frames,

	 and glass side elements

¬	 Colour matched to door fittings

¬	 Fixed lengths available

¬	 Standard colour: C-0 and C-31

¬	 The spacer rail and the protective profile are

	 pre-fitted with special adhesive tape for glass doors

Athmer Finger Protection	 Hinge side/opening face	
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Please note: 

¬	 Our illustrations show standardised installation situations. Please check your particular installation situation on site.

H
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ge
 Ø

 1
5 

- 1
6 

m
m

BU-16K BU-16 BU-16K + BO-23 BA-28

Zeichnungs Nr.

x

x

x

x

x

x
Urheberschutzrecht: Diese Zeichnung ist
unser geistiges Eigentum für die wir uns
alle Rechte vorbehalten. Nutzung, sowie
Vervielfältigung oder Weitergabe an
dritte sind untersagt.

Material

Verwendung

Datum

Gepr. u. Freigabe

Maßstab

Datum Name

Art.-Nr.

Bezeichnung

NameDatumÄnderungIndex

V 3420

H
in

ge
 Ø

 1
8 

m
m

BU-18K BD+-18 BU-18K BU-18K

H
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ge
 Ø

 2
0 

m
m

BU-20K BD+-23 BD+-20    BA-22

   

H
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ge
 Ø

 2
2 

- 2
4 

m
m

BU-22K BO-23 BD+-23 BD+-23 BO-22

16

e.g. VX 7729/160 18-3

Hinge diameter 21 - 26 mm

Hinge diameter 22 mm

e.g. VX 7939/100

e.g. V 0020 e.g. V 3420

e.g. VX 7939/160 18-3

e.g. V 0087

e.g. VX 7729/100e.g. VN 8849/100

e.g. VX 7939/160 e.g. VX 7728/160 e.g. VX 7859/160e.g. VN 2929/160

Narrow
frame surface

Su
rf
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e-

m
ou

nt
ed
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ge

Athmer Finger Protection System solution 
for retrofitting all-glass doors

¬	 Suitable for all conventional all-glass door hinges

¬	 A combination of Athmer Finger Protection

	 NR-30 or NR-25 and the new protective profile

	 for all-glass doors

¬	 Suitable for wooden or metal frames,

	 and glass side elements

¬	 Colour matched to door fittings

¬	 Fixed lengths available

¬	 Standard colour: C-0 and C-31

¬	 The spacer rail and the protective profile are

	 pre-fitted with special adhesive tape for glass doors

Athmer Finger Protection	 Examples of use	
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Athmer Finger Protection	
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Athmer Finger Protection	 Main closing edge	

¬	Prevention of trapping and shearing points 

¬	Prevents accidental closing of doors

¬	Permanent protective function through automatic activation when door is opened

¬	Manual unlocking possible for both sides of the door

¬	Knob optionally replaceable with any knob that matches the door element 

¬	Ideal for use in child daycare centres:

	 - High frequented doors

	 - Doors with door closer (e.g. in toilets)

¬	For wooden hinged doors

¬	Suitable for rebated or non-rebated doors

¬	For DIN right/left doors

¬	Screw-fixed to the closing surface
	 of the door panel

¬	Variable installation height - 
	 Recommend minimum height
	 of 1.70 m

¬	Maximum door leaf thickness 90 mm

¬	Flexible choice of colours 

13
4

70

115

max. 90

O 40

77

70

13
4

O 40

63
,6

max. 90

Technical data:

HS-25 for main closing edges
Door stop with active finger protection
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SwingGUARD

¬	 A for safeguarding and sealing

	 double-swing doors, revolving

	 doors and sliding doors with a

	 track stop or soft-close system

¬	 Concealed fixing

¬	 Quick and easy installation

¬	 Inset or surface-mounted, as required

¬	 Sealing profile made of wear-resistant 

	 silicone

Cross
sections

 Technicaldata
Tolerancecompensation

Max. delivery length

Standard length

Minimum length

Fixed lengths

Can be shortened by

Sealing profile

Profile material

	 SwingGUARD A

	

A      B

C      D

/athmer/1-475--q

27

27

7

-

On request

2,120 mm

None

Available

4

Silicone, RAL 7043

Aluminium

	 SwingGUARD S

	

A      B

C      D

/athmer/1-476--q

27-3213

29
,8

27

vertically up to 5 mm

On request

2,120 mm

None

Available

4

Silicone, RAL 7043

Aluminium

Inset

Surface-mounted

Double-wing, inset

25-30

38-43

30

13

25

28

7

54-64

80-90

30

32

54

68

28

Athmer Finger Protection	 Main closing edge	
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¬	 Prevents hazards and damage caused by doors swinging back

¬	 Adaptive damping protects the door leaf and frame

¬	 Uniquely space-saving, design-oriented

¬	 Easy to install

¬	 For retrofitting to metal door frames

¬	 Tripping hazards and unevenness are prevented

¬	 Ideal for areas with stringent hygienic requirements, and where appearance matters

¬	 Ideal for use in hotels, offices and doctors’ surgeries

¬	 Excellent for floors with underfloor heating

	 No drilling necessary in the floor for door stops

Porti® family 
For wooden and glass doors

Porti® for wooden doors Porti® for glass doors
Hinge width 720 - 1,110 mm Hinge width 610 - 719 mm Hinge width 709 - 959 mm

Metal / wood* Wood Metal frame Metal / wood* Wood Metal frame Wood Metal frame

30 kg 65 kg 65 kg 30 kg 65 kg 65 kg 50 kg 50 kg

x x x x x

5312 5489 5371 5313 5465 5379 5487 5318

* Suitable for 
solid wood

door frames 
only

* Suitable for 
solid wood

door frames 
only

Frame

Weight of door leaf

For retrofitting

Article number

Advantages

Door opening restrictor	 for wooden and glass doors	
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	 Up to 30 kg door leaf weight

¬	 Retrofittable to solid wood and metal door frames

¬	 For door leaf widths of:

	 720 mm - 1,110 mm, art. no. 5312	 610 mm - 719 mm, art. no. 5313

	 Up to 65 kg door leaf weight

¬	 Retrofittable to metal door frames

¬	 For door leaf widths of:

	 720 mm - 1,110 mm, art. no. 5371	 610 mm - 719 mm, art. no. 5379

¬	 Set-up possible on wooden frames with a fixing element in the door frame (see next page)

¬	 For door leaf widths of:

	 720 mm - 1,110 mm, art. no. 5489	 610 mm - 719 mm, art. no. 5465

PORTI® for wooden doors
¬	 Maximum door leaf weight up to 65 kg

¬	 Particularly thin lever of only 2 mm

¬	 Restrictor plate 15.8 x 12 mm

¬	 Upper door frame gap 4 - 10 mm

¬	 Endurance tested on the basis of 

	 DIN EN 13126-5 meets class 4

¬	 Door opening angle max. 120°

¬	 The choice of hinge should take account of 		

	 the load exerted by the door opening 

	 restrictor

635

2

A      B

C      D

Athmer Porti 310

12

525

310

16

Ø12

3,
5

635

2

635

2

525

2

525

2

Technical data

Application

Door opening restrictor	 for wooden doors	
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Technical data

	 Up to 50 kg door leaf weight

¬	 Retrofittable to metal door frames

¬	 For door leaf widths of:

	 709 mm - 959 mm, art. no. 5318

¬	 Set-up possible on wooden frames with

	 fixing element

¬	 For door leaf widths of:

	 709 mm - 959 mm, art. no. 5487

PORTI® for glass doors
¬	 Maximum door leaf weight up to 50 kg

¬	 Silver-coloured, anodised

¬	 Slide plate bonded to

	 glass door leaf

¬	 Upper door frame gap 4 - 10 mm

¬	 Particularly thin lever of only 2 mm

¬	 Restrictor plate 16.8 x 12.2 mm

¬	 Endurance tested

	 on the basis of DIN EN 13126-5

	 Meets class 4

¬	 Door opening angle max. 120°

¬	 The use of sandblasted

	 glass doors is not recommended

¬	 Suitable for doors made of 8 / 10 /12 mm 		

	 ESG and also for LSG made from ESG

¬	 10 mm ESG recommended with Office 		

	 hinges and adjustable hinge retainer

A      B

C      D

Athmer Porti für Glastüren

400

Ø13

17

957

A      B

C      D

Athmer Porti für Glastüren

400

Ø13

17

957

Application

Door opening restrictor	 for glass doors	
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Athmer oHG
Sophienhammer
59757 Arnsberg-Müschede

Tel.	 +49 2932 477-500
Fax	 +49 2932 477-100

info@athmer.de
www.athmer.de
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