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di® FM - flichenbiindige Montage 1 flg. / selerbose /e
di® FM - flush mounting

MONTAGEANLEITUNG/FITTING INSTRUCTIONS

25 4 X = lichtes ZargenmaR / clear frame size
’ Y = MaB zwischen UK-Nadi® und OKFF / measurement between the lower edge of Nadi® and the upper edge of the
ik finished floor
=< § A Z = max. Karzung 150 mm, links und rechts / max. reduction 150 mm, left and right
. A T =3 mm, bei Glastiren = Montage zur Beschlagsoberflache 1 mm / 3 mm, for glass doors = installation to the fitting
| surface 1 mm
T |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
‘ \ bauseits unterbauen /
} } support onsite
,
1
TN Y N
Z X -10 mm Z =
4 %) — N
| X ‘ s
1om™
2 3 4 5

33

) il

athmer 03.2026 / 4471

athmer oHG / Sophienhammer / 59757 Arnsberg / Germany / T +49 2932 477-500 / info@athmer.com / athmer.com m



Technische Anderunaen vorbehalten. / The riaht to make technical chanaes is reserved

Nadi® FM - flichenbiindige Montage 1 flg. / Seite/page 2/2

i ) Nadi® FM
Nadi® FM - flush mounting
MONTAGEANLEITUNG/FITTING INSTRUCTIONS
TN
NS ~4 15N
=
\\_,}’ A
c > >
1S
s~ |\ S R e
1.5 m
. @% é@y @% NP é@y "
- [
IS €
oL -
o] i
12
7
® 1l
e . s

i

athmer oHG / Sophienhammer / 59757 Arnsberg / Germany / T +48 2932 477-500 / info@athmer.com / athmer.com

athmer 03.2026 / 4471



