
1 athmer oHG / Sophienhammer / 59757 Arnsberg  
T +49 2932 477-500 / info@athmer.com / athmer.com

Te
ch

ni
sc

he
 Ä

nd
er

un
ge

n 
vo

rb
eh

al
te

n 
/ 

Th
e 

ri
gh

t t
o 

m
ak

e 
te

ch
ni

ca
l c

ha
ng

es
 is

 r
es

er
ve

d/
 a

th
m

er
 0

7.
2

0
2

5

Rainstop® LC-17/20 WS

/	 weatherproof drop seal

/	 air permeability tested (EN 12207)

/	 resistance to driving rain (EN 12208)

/	 resistance to wind load (EN 12210)

/	 ideal for external doors

TECHNICAL DATA
Door type hinged door  

Door leaf material timber, metal, PVC  

Application exterior door  

Usability sound insulation, smoke protection, fire protection, 
accessibility, driving rain  

Faceplate seal yes  

Actuation single  

Actuator sliding acutator  

Carrier material aluminium  

Surface anodised  

Surface colour silver anodized (C-0) 

Sealing profile material self-extinguishing silicone  

Sealing profile colour grey  

Door leaf double leaf  

Opening direction DIN L or R  

DIMENSIONS
Width x height 17 x 20 mm  

Length min. - length max. 325 - 1650 mm 

Standard lengths 750 mm, 900 mm, 1,050 mm, 1,200 mm, 1,250 mm  

Cutback std. lengths 150 mm  

Travel max. 16 mm  

Meeting stile coverage 6 mm 

FIXING
Installation in-groove  

Fixing WS - fixing brackets  

Press plate required no 

Accessories incl. 5822 

Maintenance-free yes  

For retrofitting yes  
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Rainstop® LC-17/20 WS
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